District 4- Flattop- US93 - 1.1 Mi. N. of JCT SH25

IDAHO TRANSPORTATION DEPARTMENT
BRIDGE OVERWEIGHT REPORT — From 2004 Permanent Weigh -In-Motion Data
Based on Federa Bridge Weight Formula

Thursday 1 April Thru Friday 30 April 2004
Total Commercial Traffic— All Lanes Included

Vehicle Violations
No Violations Violations Percent Over Maximum Allowed
Veh Total % Total % Total
Type Weighed | Number | Weighed | Number | Weighed | 0-5 5-10 [ 10-20 | 20—-30 | Over30
SINGLE UNIT TRUCKS
5 2— Axle, 6-—Tire 1905 1791 94.0 114 6.0 18 19 37 20 20
6 3—Axle 647 483 74.7 164 25.3 24 26 18 34 62
7 4— Axleor More 6 2 33.3 4 66.7 2 0 0 2 0
SINGLE TRAILER TRUCKS
8 4— Axleor Less 564 543 96.3 21 3.7 3 0 8 8 2
9 5—Axle 2877 1877 65.2 1000 34.8 113 169 254 176 288
10 6— Axleor More 1214 775 63.8 439 36.2 42 44 117 100 136
DOUBLE TRAILER TRUCKS
11 5— Axleor Less 48 46 95.8 2 4.2 0 0 2 0 0
12 6—Axle 29 13 44.8 16 55.2 0 0 2 0 14
13 7— Axleor More 1086 670 61.7 416 38.3 24 31 71 116 174
TRIPLE TRAILER TRUCKS
14 6— Axleor More 111 63 56.8 48 43.2 8 8 10 10 12
Tota Vehicles 8487 6263 73.8 2224 26.2 234 297 519 466 708
Percent of Total Violations 10.5 134 233 21.0 31.8
Axle Violations
Single Axles Tandem Axles Tridem Axles
Violations Violations Violations
Veh Total % Total % Total % Total
Type Axles Total Number Axles Total Number Axles Total Number Axles
SINGLE UNIT TRUCKS
5 2—Axle 6-Tire 3810 3810 124 33 0 0 0.0 0 0 00
6 3—Axle 1941 647 0 0.0 647 162 25.0 0 0 0.0
7 4— Axleor More 24 6 0 0.0 0 0 0.0 66.7
SINGLE TRAILER TRUCKS
8 4—Axleor Less 2059 1381 12 0.9 339 6 18 0 0 00
9 5—Axle 14385 3506 134 3.8 5405 1480 27.4 23 0 0.0
10 6— Axleor More 7979 1532 11 0.7 951 190 20.0 1515 429 28.3
DOUBLE TRAILER TRUCKS
11 5— Axleor Less 240 240 2 0.8 0 0 0.0 0 0 0.0
12 6—Axle 174 90 6 6.7 39 24 615 2 0 00
13 7—Axleor More 7680 3302 103 31 2180 669 30.7 6 2 333
TRIPLE TRAILER TRUCKS
14 6— Axle orMore 777 543 44 8.1 117 28 239 0 0 0.0
Total Axles 39069 15057 436 2.9 9678 2559 26.4 1552 435 28.0




